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1
OPERATIONAL TRANSCONDUCTANCE
AMPLIFIER FEEDBACK MECHANISM FOR
FIXED FEEDBACK VOLTAGE REGULATORS

CROSS REFERENCE TO RELATED
APPLICATIONS

This application claims the benefitunder 35 U.S.C. §120 of
U.S. application Ser. No. 13/079,734, titled “OPERA-
TIONAL TRANSCONDUCTANCE AMPLIFIER FEED-
BACK MECHANISM FOR FIXED FEEDBACK VOLT-
AGE REGULATORS;” filed on Apr. 4, 2011, which is herein
incorporated by reference in its entirety.

BACKGROUND OF THE INVENTION

Modern televisions employ many types of voltage regula-
tors in order to generate various power supplies within the
television itself. These off-the-shelf power supplies have
characteristics that are known and desired vis-a-vis the ways
that they perform and interact with other components within
the television. Television manufacturers are comfortable with
the regulators that they have employed in the past, and can be
reluctant to change out this critical part.

Often, these voltage regulators rely on a resistor divider
feedback signal in order to regulate their output voltages, as in
FIGS. 1,2, and 3. (These figures show the power consumer as
the simple resistor R, ,, but the power consumption may be
much more complex.) In circuits such as these, as power
consumption increases the converter’s output voltage natu-
rally falls, the feedback voltage falling along with it. As the
output voltage and the feedback voltage fall, the discrepancy
in the constant comparison between the feedback voltage and
a known voltage within the television or the voltage regulator
itself reveals the increased power demand, which in turn
causes the power supply to increase its power output. The
voltage rises, the feedback voltage rises, and the system heads
in the direction towards equilibrium. The process works con-
versely as power consumption decreases.

Consider the simple case illustrated in FI1G. 4. The simpli-
fied display illustrated in FIG. 4 consists of four strings of ten
LEDs per string, each string capable of being switched on and
off independently of the others. Each string also contains a
current sink, ensuring that each illuminated string receives
the same amount of current as each other string. This ensures
that each illuminated LED produces the same lighting both
intensity and color—as all of the others.

Each illuminated LED requires a forward voltage of
approximately 3.5 volts, and the current sink requires 1.2
volts in order to operate. Allowing for the vagaries inherent in
the LED manufacturing process, each serially connected
string requires about 36.2 volts for the 10 LEDs and the
current sink. Because the voltage output is (in this case) fixed,
in order to ensure sufficient voltage for the operation of the
current sinks given the variableness of the LEDs, it would be
preferable to allocate about 40 volts.

The typical current that would be desired across the feed-
back circuitry would be 100 microamps, implying a total
resistance (R 1+R2) of 400K ohms. If the feedback voltage
that the 40 volt regulator requires is 2.4 volts, we’d use resis-
tors of 376,000 ohms and 24,000 ohms to divide the desired
40.0 volt output into the required 2.4 volts. As the strings
switch on and off, the power required from the regulator goes
up and down as the regulator keeps the LEDs lit.

There are some real life problems with the way that this
circuit accomplishes the task of keeping the lights on. For
example, the desired output voltage may not be 40.0 volts.
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2

Consider the “average” string of 10 LEDs with the “average”
total forward voltage of 35.0 volts. Combined with the 1.2
required voltage drop across the current sink, the total
required voltage is only 36.2 volts. With a 40.0 volt supply, all
of the extra 3.8 volts worth of power is wasteful (and prob-
lematic) heat, dissipated in this example across the current
sink. By considering a “worst case LED scenario” rather than
an “actual requirement” scenario, excess power is generated
and dissipated.

Inaddition, measuring the voltage at the “top” of the strings
is not optimal—a better method would be to measure the
feedback voltage above the current sinks as is pictured in FIG.
5, not above the LEDs as is implicit in FIG. 4. Measuring the
voltage across the current sinks, where the excess voltage
“accumulates,” is a better way to determine the required volt-
age output from the regulator—the circuit should optimally
ensure that there’s enough voltage (1.2 volts in this example)
across each current sink, not that the LED string sees a fixed
voltage. One complication with this methodology is that the
circuit needs to know which current sinks are on and which
are off at any particular time, as it should only ensure
adequate voltage across the “on” current sinks.

And finally, there may be quite a few strings of LEDs,
making it difficult to use one integrated circuit to perform the
“minimum voltage” comparison. Though FIGS. 4 and 5 show
ten strings of LEDs, a typical large television might have one
hundred or more strings. It would be preferable to have a
solution that scales across a large number of strings, a solution
where that comprises a number of control and comparison
chips that are linked together rather than one extraordinarily
large comparison chip.

What is needed is a method for adapting these legacy
voltage regulators for use in systems with variable voltage
requirements that must be measured in a number of different
places within the circuitry.

SUMMARY OF THE INVENTION

The invention provides a method for manipulating the
feedback voltage input into a legacy voltage regulator in order
to direct the converter to alter its output voltage. It is scalable
to allow its application in different devices that might contain
widely varying numbers of LED strings.

The invention comprises two important parts that work
with the legacy voltage regulator. First, the invention uses a
series of serially connected integrated circuits (herein
referred to as controllers) to tabulate the current “lowest volt-
age.” The first controller measures a set number of voltages,
determines the lowest voltage from these measurements, and
then passes that lowest voltage to the next controller in the
series. Each successive controller compares each of its mea-
surements to each other and the one lowest measurement
from the previous controller and passes the “new” lowest
voltage to the next controller in the series. The output of the
final controller is then the lowest voltage in from the set of all
of the voltages that are being compared. Assuming that the
lowest voltage is above the required voltage, the voltage
regulator is producing sufficient power to operate the LEDs.

One extension to the invention allows the serially con-
nected controllers to consider statuses as well as voltages.
This distinction is useful when a particular LED string might
be off, and thus have an irrelevant voltage. In this case, the
extended invention would allow the irrelevant voltage to be
effectively ignored. For example, if the statuses of the strings
were either ACTIVE or INACTIVE, the various controllers
would consider only the voltages on the ACTIVE strings as
the lowest voltage is tabulated from one controller to the next.
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By passing an ACTIVE status to the succeeding controller,
each controller can indicate that at least one of its monitored
strings—or at least one monitored string from a preceding
controller—was ACTIVE and had a correspondingly useful
voltage.

The invention also comprises an operational transconduc-
tance amplifier, or OTA. The OTA compares the lowest volt-
age from the series of serially connected integrated circuits to
the known voltage required for the current sinks to operate.
Then, it produces an output current that is proportional to the
difference and injects that current into the feedback mecha-
nism of the voltage regulator. When the lowest voltage is
above the required voltage, the OTA produces current that
raises the feedback voltage, causing the voltage regulator to
lower its power output. The OTA can be tuned for specific
applications, and generally, the higher the difference, the
more current the OTA produces.

Conversely, when the voltage regulator is producing insuf-
ficient power, and the voltage across the current sinks drops to
levels below the required voltage, the OTA can remove cur-
rent from the feedback mechanism, causing the voltage regu-
lator to raise its power output. The higher the deficit, the more
current removed and the lower the feedback voltage becomes.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 shows a voltage regulator feedback resistor network
with no frequency compensation.

FIG. 2 shows a voltage regulator feedback resistor network
with feed forward frequency compensation.

FIG. 3 shows a voltage regulator feedback resistor network
with type 11l frequency compensation.

FIG. 4 shows a voltage regulator powering 4 strings of
LEDs.

FIG. 5 shows a voltage regulator powering 4 strings of
LEDs wherein the pertinent feedback points are indicated.

FIG. 6 shows a first embodiment of the invention with no
frequency compensation in the feedback resistor network.

FIG. 7 shows the construction of a typical operational
transconductance amplifier.

FIG. 8 shows a graph of current versus voltage differential
for a typical operational transconductance amplifier.

FIG. 9 shows a second embodiment of the invention with
feed forward frequency compensation in the feedback resis-
tor network.

FIG. 10 shows a third embodiment of the invention with
type 11l frequency compensation in the feedback resistor net-
work.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

FIG. 6 shows a schematic of an embodiment of the inven-
tion that contains one voltage regulator, one operational
transconductance amplifier, three integrated circuits, each
integrated circuit controlling eight strings of ten LEDs per
string, and three resistors used to control both the feedback
mechanism of the voltage regulator and the interaction
between the voltage regulator and the operational transcon-
ductance amplifier. In this embodiment, much of the func-
tionality of measuring the voltages, comparing the voltages is
contained within the three integrated circuits. These three
integrated circuits also contain the current sinks that control
the current through the LEDs—one current sink per string.
This embodiment would be contained within a television that
uses the strings of LEDs as a backlight device.
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The integrated circuits also control, via commands from
the enclosing television, each of the 24 strings of LEDs,
turning them on or off, or dimming them via a PWM mecha-
nism internal to the individual integrated circuits, as
requested by the television. The television can use any of a
number of different methods to communicate with the inte-
grated circuit as it pertains to the control of the current sinks.
In this embodiment, a simple one-wire, serial interface is
used.

The LED strings are composed of LEDs that have forward
voltages of approximately 3.5 volts per LED, so each string of
ten LEDs will have a forward voltage of approximately 35
volts. The current sinks that are part of the three integrated
circuits, one current sink per LED string, typically require
approximately 1.2 volts to function, so the total approximate
required voltage for each channel, composed of one, ten LED
string and one current sink, is approximately 36.2 volts. LED
manufacturing process variations and the placement of par-
ticular LEDs on particular strings cause variations in the
required voltages from channel to channel, so the range in the
case of this television could be as wide as four volts, from 34
to 38 volts, but it is the voltage across the current sinks (the 1.2
required volts) that is important here. The three integrated
circuits communicate serially to determine the lowest voltage
across an individual current sink on any of the active LED
strings, with the last integrated circuit in the series returning
the lowest voltage to the operational transconductance ampli-
fier.

The regulator is a “typical” 24 volt to 40 volt DC-to-DC
converter, though the embodiment here will require only 36.2
volts of output. External to the drawing is an AC-to-DC con-
verter whose output is 24 volts DC.

The typical current across the feedback circuitry of the
DC-t0-DC converter would be 100 microamps, implying a
total resistance (R1+R2) of 362K ohms. The desired feedback
Voltage—when the DC-to-DC converter is producing a mini-
mum of 1.2 volts across any of the active current sinks—
would be 2.4 volts, resulting in resistor values of 338K ohms
for R 1, and 24K ohms for R2.

The operational transconductance amplifier compares the
lowest voltage across any of the active current sinks (the
voltage returned by the three integrated circuits) to a refer-
ence voltage that corresponds to the minimum voltage
required to power a current sink (Vzzo—in this case, 1.2
volts) and outputs a current that is proportional to the differ-
ence as is shown in FIG. 8. The OTA would have a maximum
current output of Imax+ and a minimum output of Imax-. The
OTA is built via FIG. 7.

In this embodiment, the “current bounds” ofthe OTA (FIG.
8, Imax+ and Imax-) are higher than the network of R1 and
R2, and the DC-t0-DC converter can manage. In some situa-
tions, using a pre-existing, already designed OTA within this
circuit could feed too much positive or negative current into
the surrounding circuit, overpowering the feedback voltage
beyond the ability of the DC-to-DC converter to be able to
manage. That is, the feedback mechanism of the DC-to-DC
converter in the circuit could be overwhelmed by the OTA’s
Imax+ and Imax- current. R3 is installed in the circuit in
order to eliminate this possibility, the OTA’s ability to drive
the feedback past the ability of the DC-to-DC converter to
manage. The ratio of R3 to R1 and R2 will define the bounds
of the OTA’s ability to raise and lower VFB, but a typical
value for R3 in his situation would be 140K ohms.

This embodiment also contains a number of related com-
ponents that provide context within which the invention oper-
ates. The television contains an internal power supply, typi-
cally an AC-t0-DC supply that provides a specific voltage
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output. In the case of this embodiment, the power supply
provides 24 volts, though other AC-to-DC power supplies are
often found in televisions, providing DC voltage outputs that
are both higher and lower than the voltage required by the
LED strings.

The DC-t0-DC converter requires 3 major inputs: the 24
volt input from the television’s power supply, the reference
voltage from the television that indicates the voltage required
for the current sinks to operate as explained previously, and a
feedback voltage that indicates the minimum voltage being
supplied to the current sinks.

Other embodiments are possible. FIG. 9 shows another
embodiment wherein the feedback mechanism of the voltage
regulator compromises feed forward frequency compensa-
tion in the feedback resistor network. FIG. 10 shows another
embodiment wherein the feedback mechanism of the voltage
regulator additionally comprises type 111 frequency compen-
sation in the feedback resistor network.

Presuming that the television has an AC source as its ulti-
mate power source, the decision to use a single AC-to-DC
(110V AC to 40V DC) voltage regulator as opposed to a
combination of one AC-to-DC regulator (to convert 110V AC
t0 24V DC) and then one DC-to-DC regulator (to convert 24V
DC to 40V DC) would be the television manufacturer’s to
make. The invention functions similarly in either case, with
the OTA feedback mechanism connected to the regulator that
directly powers the LEDs. (In the case of a two regulator
system, there is generally an additional feedback mechanism
on the “outer” AC-t0-DC regulator. That feedback mecha-
nism could be integral to the AC-to-DC converter.)

In addition, it would be possible to bypass the combination
of an AC-to-DC converter and a DC-to-DC converter alto-
gether, instead utilizing a power supply that took a wall volt-
age (for example, 120 VAC) and converted it directly into the
40 volts required by the television, assuming that the power
supply utilized the voltage feedback mechanism described
here.

What is claimed is:

1. A voltage regulation circuit comprising:

aplurality of controllers connected in a series, the plurality

of controllers including a first controller and a last con-
troller, the first controller in the series being configured
to provide a summary voltage equal to one of a first set of
voltages monitored by the first controller, each respec-
tive controller other than the first controller being con-
figured to provide a respective summary voltage equal to
one of the respective summary voltage provided by a
preceding controller in the series and one of a second set
of voltages monitored by the respective controller;

an amplifier having a first input coupled to the last control-

ler in the series, a second input to receive a reference
voltage, and an output, the amplifier being configured to
generate an output current in proportion to a difference
between the respective summary voltage provided by
the last controller and the reference voltage; and

a DC-to-DC voltage regulator having an input and an out-

put, the input being coupled to the output of the ampli-
fier, the voltage regulator providing a regulated output
voltage based on the output current of the amplifier.

2. The voltage regulation circuit of claim 1 further com-
prising a feedback network coupled between the output of the
voltage regulator and the input of the voltage regulator.

3. The voltage regulation circuit of claim 2 wherein the
feedback network includes a first resistor coupled between
the output of the voltage regulator and the input of the voltage
regulator and a second resistor coupled between the input of
the voltage regulator and ground.
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4. The voltage regulation circuit of claim 3 wherein the
feedback network further includes a third resistor coupled
between the output of the amplifier and an input of the voltage
regulator.

5. The voltage regulation circuit of claim 4 wherein the
feedback network further includes a fourth resistor coupled in
series with a capacitor between the output of the voltage
regulator and the input of the voltage regulator.

6. The voltage regulation circuit of claim 5 wherein the
voltage regulator includes a frequency compensation input,
the feedback network further including a fifth resistor
coupled in series with a second capacitor between the input of
the voltage regulator and the frequency compensation input
of'the voltage regulator and a sixth resistor coupled in parallel
with the fifth resistor and the second capacitor.

7. The voltage regulation circuit of claim 2 wherein the
feedback network includes feed-forward frequency compen-
sation.

8. The voltage regulation circuit of claim 2 wherein the
feedback network includes type 111 frequency compensation.

9. The voltage regulation circuit of claim 1 wherein the
voltage regulator is a DC-to-DC voltage regulator.

10. The voltage regulation circuit of claim 1 wherein the
voltage regulator is an AC-to-DC voltage regulator.

11. The voltage regulation circuit of claim 1 wherein the
first controller is further configured to provide a summary
status equal to one of a first set of statuses monitored by the
first controller, and each respective controller other than the
first controller is further configured to provide a respective
summary status be equal to one of the respective summary
status provided by the preceding controller in the series and
one of a second set of statuses monitored by the respective
controller.

12. The voltage regulation circuit of claim 11 further com-
prising a feedback network coupled between the output and
the input of the voltage regulator.

13. The voltage regulation circuit of claim 12 wherein the
feedback network includes feed-forward frequency compen-
sation.

14. The voltage regulation circuit of claim 12 wherein the
feedback network includes type 111 frequency compensation.

15. The voltage regulation circuit of claim 12 wherein the
feedback network includes a first resistor coupled between
the output and the input of the voltage regulator, a second
resistor coupled between the input of the voltage regulator
and ground, and a third resistor coupled between the output of
the amplifier and an input of the voltage regulator.

16. A method of regulating an output voltage of a voltage
regulator in response to voltages monitored by a plurality of
controllers connected in a series, the method comprising:

monitoring, by each respective controller, a respective set

of voltages;

selecting, by a first controller in the series, a first summary

voltage from the respective set of voltages monitored by
the first controller;
selecting, by each respective controller other than the first
controller, a respective summary voltage equal to one of
the respective summary voltage selected by a preceding
controller in the series and a voltage from the respective
set of voltages monitored by the respective controller;

generating a current that is proportional to a difference
between the respective summary voltage selected by a
last controller in the series and a reference voltage;

altering the feedback voltage of a voltage regulator based
on the current; and

regulating the output voltage of the voltage regulator in

response to the feedback voltage.
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17. The method of claim 16 further comprising compen-
sating a frequency of the feedback voltage.

18. The method of claim 16 wherein regulating the output
voltage of the voltage regulator includes regulating a DC
output voltage of the voltage regulator in response to the 5
feedback voltage and an AC input voltage provided to the
voltage regulator.

19. The method of claim 16 wherein regulating the output
voltage of the voltage regulator includes regulating a DC
output voltage of the voltage regulator in response to the 10
feedback voltage and a DC input voltage provided to the
voltage regulator.

20. The method of claim 16 further comprising:

monitoring, by each respective controller, a respective set

of statuses; 15
selecting, by the first controller in the series, a first sum-
mary status from the respective set of statuses monitored
by the first controller; and
selecting, by each respective controller other than the first
controller, a respective summary status equal to one of 20
the respective summary status selected by the preceding
controller in the series and a status from the respective
set of statuses monitored by the respective controller.
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